
F600-01 Series 
FxBEAM™ Junior Connector

Features

• FxBEAM™ Precision Alignment Technology
• Hermaphroditic Design - Plug-to-Plug Daisy Chain
• Mechanical compliance to MIL-DTL-83526/20 & 21
• Keyed boot design for blind mating
• Available in 2-ch and 4-ch options
• Low profile option for bulkhead
• Non-contacting interface allows thousands of

mating cycles

• Tactical Military Communication Systems
• Remote Broadcasting Installations
• Antenna Systems
• Mining & Geophysical Exploration
• Harsh Environment Oil & Gas Monitoring
• Temporary Optical Links

Benefits

• Excellent Optical Performance
• Easy Connect / Easy Clean
• Field Deployable
• Variety of Cable Sizes and boot options
• Manufactured in the UK
• Distinctive LIME GREEN face seal
• Designed to be fully HxMA intermateable
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The Ridgemount FxBEAM™ Junior Connector has 
been designed to provide a higher Return Loss than 
traditional single mode fibre optic expanded beam 
connectors.

A Return Loss of ~42dB is achieved in comparison to 
the typical ~32dB value from such connectors. 
Lower back reflection means that the FxBEAM™ 
offers a field deployable, expanded beam solution 
for the higher data-rate systems coming into play in 
modern defence communications.

FxBEAM™ connectors will become increasingly 
important as demand explodes for secure data and 
communications in the operational theatre. They 
are ideal for systems that carry multiple signal types, 
whether it be communications data, alarm sensors 
or high-definition camera images.

Applications

Front Face 2-CH FxBEAM™ BH

FxBEAM™ Junior 
and D38999 styles 
connectors

2-CH FxBEAM™ Plug

4-CH FxBEAM™ BH
with Strain Relief
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Technical Specification

Connector Ordering Information

F600-01 Series 
FxBEAM™ Junior Connector

For the related Cable Assembly ordering information see page

*

* The above performance is indicative only and based on the qualification of the F BEAM Junior Product.
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Cable Assembly 

F600-01 Series 
FxBEAM™ Junior Connector

www.ridgemou
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The angled FxBEAM™ is easily identifiable by the GREEN face 
seal at the front of the connector distinguishing it from the 

BLUE face seal of the F BEAM™.

Whilst both connectors have the mechanical and environmental 
performance required of the MIL-DTL-83526 standard their 
optical performance is specific to the application required.

Ridgemount’s F BEAM™ Junior connector is fully compliant with 
MIL-DTL-83526 standards making it intermateable with similar 
connectors.  The next generation FxBEAM™ connectors are 
ideal for the digital systems of the future.
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